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Introduction 

21151b  
This kit provides a base to mount a display remotely on a table top. 
Displays supported are: 

• NCR 5966 Touch LCD 
• NCR 5965 Touch LCD 
• NCR 5964 Touch LCD 
• NCR 5953 12.1‐Inch DynaKey 
• NCR 5954 15‐Inch Next Generation DynaKey 
• NCR 5942 LCD Display 
There are two versions of this kit. 

Kit No. Description 

5964‐K030  Standard Remote Table Top Mount (Beige, G11) 

5964‐K031  Standard Remote Table Top Mount (Charcoal Gray, CG1) 



2 5964-K030/K031 

Installation Procedures 
1. Install the mount onto the back of the Operator Display (4 screws). 

Note: The back of the DynaKey has two sets of screw holes for 
mounting the base, depending on user preference. 
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2. Route the cables down through the mount and out the back of the 
base.  

21140  



4 5964-K030/K031 

3. Connect the cables to the DynaKey. 

• Connect the DVI cable to the DynaKey DVI connector. 
• Connect external USB devices to the DynaKey USB connectors 

(optional). 
• Connect the Powered USB cable to the DynaKey Powered USB 

connector. 
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(Video In)

Powered USB
(Data/Power In)

USB
(External)

 

See your terminal User Guide for proper cable connections to the 
terminal. 


